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SECTION S-S

NOTES :

1. The driveway detailed on this sheet shall be used
under the following conditions:
- the mainline shoulder is paved and is less
than 8 ft in width
- the mainline shoulder is not paved

2. If the driveway surface is unimproved cross section
as for driveway Class V can be used in place of
Section S-S, see Drawing E 610-DRIV-11 for details.

3. See Standard Drawing E 610-DRIV-07
for General Notes.

4. See Standard Drawing E 610-DRIV-06 for
Sections A-A and B-B.

LEGEND

@ Limits of HMA for approaches
® Limits of compacted aggregate base

@ Equivalent to surface in place

Width variable

165 #/syd HMA Surface Type A on
275 #/syd HMA Intermediate Type A on
8 in. compacted aggregate base #53

HMA FOR APPROACHES
TYPICAL SECTION

INDIANA DEPARTMENT OF TRANSPROTATION

CLASS Il DRIVE
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CROSS SECTION A-A

NOTES :

The driveway detailed on this sheet shall be used
when the mainline shoulder is paved and 8'
or greater in width.

See Standard Drawing E 610-DRIV-07
for General Notes.

See Standard Drawing E 610-DRIV-07 for approach
grades with paved shoulder.

LEGEND

@ Limits of HMA for approaches
® Limits of compacted aggregate base

@ Equivalent to surface in place

Width variable

275 #/syd HMA Intermediate Type A on

|
165 #/syd HMA Surface Type A on
8 in. compacted aggregate base #53

HMA FOR APPROACHES
TYPICAL SECTION

INDIANA DEPARTMENT OF TRANSPROTATION

CLASS Il DRIVE
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HMA for approaches

CROSS SECTION

NOTES :

1. The driveway detailed on this sheet shall be used
under the following conditions:
- the mainline shoulder is paved and is less
than 8 ft in with
- the mainline shoulder is not paved

2. See Standard Drawing E 610-DRIV-07
for General Notes.

3. See Standard Drawing E 610-DRIV-06
for Sections A-A and B-B.

LEGEND

@ Limits of HMA for approaches
® Limits of compacted aggregate base

@ Equivalent to surface in place

Width variable

165 #/syd HMA Surface Type A on
275 #/syd HMA Intermediate Type A on
8 in. compacted aggregate base #53

HMA FOR APPROACHES
TYPICAL SECTION

INDIANA DEPARTMENT OF TRANSPROTATION

CLASS IV DRIVE
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CLASS IV DRIVE
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Temporary R/W for drive construction if required

(see plan & profile sheet for limits)

Shoulder line
4' (max.)

Grade intersect point
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CLASS VI DRIVE - PLAN
COMMERCIAL
11' (max.
oy Varies V. f (max) {
min. min. | |
165 #/syd HMA Surface '!'ype Aon Slope 6:1
550 #/syd HMA Intermediate Type A on A —|\
10 in. compacted aggregate base #53 L
Pavement section as
specified in section D-D
61 || -2%Siope | Zhsiope | __ &1
| - —— |
© ® SECTION E-E
SECTION D-D
NOTES :
1. The Class VI Drive is designed to accomodate a WB-20 (IDV)
11' max. design vchicle with a 45 ft turning radius.
| HMA should This drive shall be specified at truck stops and entrances
10' max. shoulder to heavy industrial property.
/_ Shoulder break 2. See Standard Drawing E 610-DRIV-13 for profile grades.
t’ | 3. See Standard Drawing E 610-DRIV-14 for General Notes
,l_ Slope 6. 1 and Legend.
Compacted aggregate base INDIANA DEPARTMENT OF TRANSPROTATION

SECTION F-F

CLASS VI DRIVE
PLAN AND SECTIONS




